
HUMBOLDT RIVER BASIN, MIDDLE HUMBOLDT RIVER BASIN

10323425 HUMBOLDT RIVER AT OLD U.S. 40 BRIDGE, AT DUNPHY, NV

LOCATION.--Lat 40°42'20", long 116°31'48" referenced to North American Datum of 1927, in SE ¼ NW ¼ sec. 26, T.33 N., R.48 E., Eureka County, 
Hydrologic Unit 16040105, on right downstream bridge abutment, at Dunphy, and at mi 280.41 above Derby Road bridge. 

DRAINAGE AREA.--7,470 mi2. 

PERIOD OF RECORD.--February 1991 to current year. 

REVISED RECORDS.--WDR NV-00-1: Drainage area. 

GAGE.--Water-stage recorder. Elevation of gage is 4,630 ft above National Geodetic Vertical Datum of 1929, from topographic map. 

REMARKS.--Records good except for estimated daily discharges, which are poor. Many diversions for irrigation above station.  See schematic diagram of 
Humboldt River Basin. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 5,140 ft3/s, June 9, 1995, gage height, 8.57 ft; minimum daily, 1.6 ft3/s, August 13, 1992. 

EXTREMES OUTSIDE PERIOD OF RECORD.--Flood February 12, 1962, maximum discharge 7,620 ft3/s, computed by slope-area and culvert computations 
of peak flow. 

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 903 ft3/s, June 2, gage height, 4.98 ft; minimum daily discharge, 14 ft3/s, on several days. 

   

DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2003 TO SEPTEMBER 2004

DAILY MEAN VALUES

DAY OCT NOV DEC JAN FEB MAR APR MAY JUN JUL AUG SEP

1 19 20 35 e53 78 181 508 355 701 249 34 17
2 19 21 32 e53 84 180 509 350 763 240 34 17
3 19 21 33 e53 83 181 494 348 685 229 34 16
4 19 22 30 e54 82 183 492 341 622 215 32 16
5 19 23 32 e55 83 188 485 305 602 195 30 16

6 18 24 33 e55 77 188 483 313 574 179 28 16
7 16 25 34 e55 78 190 509 320 543 166 27 15
8 16 25 33 e55 e80 201 567 344 536 151 25 15
9 16 28 32 e55 e80 215 602 387 569 139 24 14

10 16 28 34 e54 82 257 647 437 590 134 23 14

11 16 27 35 e54 e80 303 641 486 601 108 23 14
12 16 27 34 e54 81 366 620 573 607 91 22 14
13 16 30 e34 e54 e88 420 599 612 611 82 21 14
14 16 30 e36 e54 e93 439 564 630 612 73 21 14
15 17 32 e38 e55 e94 486 547 627 598 67 20 14

16 16 34 42 e55 e98 543 504 605 584 63 23 14
17 16 33 e43 e55 104 582 500 590 497 60 32 14
18 17 34 e45 e56 115 642 509 549 425 60 28 14
19 17 42 e45 e56 123 720 515 531 392 60 26 19
20 17 46 e45 e56 128 790 512 542 369 56 24 22

21 16 43 e46 e57 123 826 523 531 353 52 23 23
22 16 e36 e46 e58 127 841 539 495 331 51 23 21
23 16 e32 e47 e59 141 843 524 476 328 48 23 20
24 16 e32 e48 e59 154 812 505 477 304 43 22 19
25 16 e32 e49 e59 155 773 484 496 280 42 21 19

26 16 e33 e50 e61 165 729 445 506 271 43 21 18
27 16 32 e51 e63 182 711 419 526 253 41 21 18
28 16 35 e51 e64 192 671 382 539 221 40 21 18
29 16 e35 e52 75 186 635 357 573 249 38 20 25
30 18 e35 e52 70 --- 580 363 591 255 36 19 30
31 19 --- e53 71 --- 536 --- 628 --- 34 18 ---

TOTAL 522 917 1,270 1,787 3,236 15,212 15,348 15,083 14,326 3,085 763 520
MEAN 16.8 30.6 41.0 57.6 112 491 512 487 478 99.5 24.6 17.3
MAX 19 46 53 75 192 843 647 630 763 249 34 30
MIN 16 20 30 53 77 180 357 305 221 34 18 14
AC-FT 1,040 1,820 2,520 3,540 6,420 30,170 30,440 29,920 28,420 6,120 1,510 1,030

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1991 - 2004, BY WATER YEAR (WY)

MEAN 38.3 69.7 91.1 161 233 525 592 817 1,062 320 54.6 22.9
MAX 137 210 253 667 564 1,433 1,369 1,939 2,581 1,300 216 72.9
(WY) (1999) (1999) (1997) (1997) (1997) (1997) (1996) (1998) (1995) (1995) (1998) (1998)
MIN 8.51 20.9 33.7 38.7 45.1 129 148 159 37.5 7.87 2.93 2.49
(WY) (1992) (2002) (1993) (1993) (1993) (2003) (1991) (1992) (1992) (1992) (1992) (1992)



HUMBOLDT RIVER BASIN, MIDDLE HUMBOLDT RIVER BASIN

10323425 HUMBOLDT RIVER AT OLD U.S. 40 BRIDGE, AT DUNPHY, NV—Continued

   

   

SUMMARY STATISTICS FOR 2003 CALENDAR YEAR FOR 2004 WATER YEAR WATER YEARS 1991 - 2004

ANNUAL TOTAL 56,252 72,069
ANNUAL MEAN 154 197 345
HIGHEST ANNUAL MEAN 728        1997
LOWEST ANNUAL MEAN 79.8        1992
HIGHEST DAILY MEAN 1,420 Jun 5 843 Mar 23 5,040 Jun 9, 1995
LOWEST DAILY MEAN 14 Aug 20 14 Sep 9 1.6 Aug 13, 1992
ANNUAL SEVEN-DAY MINIMUM 15 Aug 30 14 Sep 9 2.1 Sep 18, 1992
MAXIMUM PEAK FLOW 903 Jun 2 5,140 Jun 9, 1995
MAXIMUM PEAK STAGE 4.98 Jun 2 8.57 Jun 9, 1995
ANNUAL RUNOFF (AC-FT) 111,600 142,900 249,900
10 PERCENT EXCEEDS 311 583 1,030
50 PERCENT EXCEEDS 66 56 114
90 PERCENT EXCEEDS 16 17 15

e Estimated
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